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Intended use
The AC175-i™ tape is intended to provide an indication that the tape has been exposed to a
steam sterilisation process. The indicator tape with wash soluble adhesive is intended for use on
microfilament packaging drapes in which the OR textile packs are packaged.

Product description
The AC175-i™ tape is a single-sided adhesive autoclave indicator tape with wash soluble
adhesive.

Appliance
Apply the tape to the microfilament packaging drape. Steam sterilise the OR textile pack. During the steam sterilisation process, the
indicators (the stripes) on the tape discolour, changing from yellow to brown or black. The discolouration of the stripes is an indication
that the tape has been exposed to steam and a temperature of 134°C.

Quality assurance
The tapes are manufactured in accordance with the EN ISO 9001:2008. This ensures that we deliver products and services that
consistently meet customer requirements, allowing for full customer satisfaction.

Advantages
• The adhesive is 100% wash-soluble.
• The microfilament packaging drapes stay free of adhesive residues.

Recommendations, warnings and precautions
• The discolouration of the indicators is only an indication. It is not proof that all parameters were reached during the sterilisation

process.
• The final anchorage of the tape on the drape is reached after the steam sterilization process. After sterilization, the tape can only be

removed by means of the washing process. If the tape is forcibly removed after sterilization, this can damage the textile.

PRODUCT NAME DIMENSIONS PRODUCT NUMBER PACKAGING UNIT *

AC175-i™ 2cm x 50m 440.020050 10 rolls per case

*Other packaging units available on request.
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Properties
• Construction

� Crepe paper with a chemical indicator for steam sterilization
�  Wash soluble adhesive 100% wash soluble

• ��� �  Crepe paper with a chemical indicator for steam st erilization
Color indicator before steam sterilization light yellow
Color indicator after steam sterilization dark brown or black

• ��� �  Wash soluble adhesive
100% Wash soluble 1 yes

Peel (FTM1/20min.) min. 30 Newtons / 25 mm
max. 42 Newtons / 25 mm

Shear (FTM8) min. 240 min.
max. 1.440 min.

Tack (FTM9) min. 30 Newtons / 25 mm
max. 47 Newtons / 25 mm

• Dimensions
Width 2 cm
Length 50 m

• Other
Core polystyrene / white

• Latex
Latex content of the product latex free

• Storage
Temperature (optimal) (keep away from heat and/or flame) 15°C - 25°C
Light (protect from prolonged exposure to bright sunlight and strong U.V. light) dark conditions
Humidity (avoid damp storage conditions) 40% - 70%

• Reusability not reusable 

• Directions for use are present in the original pack aging 
• Supported QS/directives

EN ISO 9001:2008 (certificate available on request) yes

1 The adhesive completely dissolves during a standard washing process with a pH-value > 9.5. The crepe paper should be removed after the washing
process.


